Contents – Volume 42, Part 2, May 2009

Predicting sinkholes by means of probabilistic models
J. P. Galve, F. Gutiérrez, A. Cendrajo, J. Remondo, J. Bonachea, J. Guerrero & P. Lucha 139

A correlation between friction angle and particle shape metrics in Quaternary coarse alluvia
A. Cheshomi, A. Fakher & C. J. F. P. Jones 145

The expansive effects of concentrated pyritic zones within the Devonian Marcellus Shale Formation of North America
S. E. Hoover & D. Lehmann 157

Understanding the recession of the Holderness Coast, east Yorkshire, UK: a new presentation of temporal and spatial patterns.
J. D. Quinn, L. K. Philip & W. Murphy 165

A new laboratory rock test based on freeze–thaw using a steel chamber
A. Binal 179

The use of electrical resistivity tomography in deriving local-scale models of recharge through superficial deposits
M. O. Cuthbert, R. Mackay, J. H. Tellam, R. D. Barker 199

Stratigraphical influences on the limestone hydrogeology of the Wye catchment, Derbyshire
V. J. Banks, J. Gunn & D. J. Lowe 211

Using transmissivity, specific capacity and borehole yield data to assess the productivity of Scottish aquifers
M. T. Graham. D. F. Ball, B. E. O Dochartaigh & A. M. MacDonald 227

A parameter sensitivity analysis of two Chalk tracer tests
S. A. Mathias, A. P. Butler, T. C. Atkinson, S. Kachi & R. S. Ward 237

Technical Note: Barometric water-level fluctuations and their measurement using vented and non-vented pressure transducers
M. Price 245

Technical Note: Landslide-related ruptures of the Camisea pipeline system, Peru

R. J. G. Edwards & J. S. Griffiths 261